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HOMEOWNER GUILDELINES
for homes equipped with Aerobic Treatment Units

The septic system for your home depends on the proper functioning of the Aerobic Treatment Unit ( A TU), which is designed
to treat and degrade solids prior to discharge into the shared septic system. To avoid breakdowns and costly repairs, please
observe the following guidelines:

* Avoid allowing any inert materials such as plastic, rubber, scouring pads, dental floss, cigarette :filters, bandages, hair, mop
strings, lint, rags, cloth and towels to enter the system. These materials can build up in the tank, resulting in system
malfunction, clogging and premature pump failure.

* Do not flush or drain chemicals and toxins into the system, as they kill the microbes necessary for treatment. These include
paint and paint thinners, solvents, drain cleaners, automotive fluids, fuels, pesticides, herbicides, fertilizers, metals,
disinfectants and sanitizers.

* Paper products including disposable diapers, paper towels, baby wipes, facial tissues and moist toilet paper are not designed
to dissolve in your on-site treatment systems. Neither will excessive amounts of toilet tissue decompose.

» Limit garbage disposal use to food waste that cannot be scooped and thrown in the trash. Do not put animal fats and bones,
grease, coffee grounds, citrus and melon rinds, corn cobs, egg shells, etc. down the sink. Also avoid putting spoiled dairy
products and yeasts from baking into the system.

* Do not put medicinal materials, automatic disinfection tablets and similar items into the system. Also, septic tank additives
generally do more harm than good.

* If possible, spread laundry practices out over several days, rather than one "wash day," so the A TU can more efficiently
process the water as it enters the system. Liquid detergents are recommended over powder; fabric softener sheets are preferred
over liquid softeners. Use bleach sparingly, at half the recommended rate.

* Clear water waste from dehumidifiers, HV AC units, gutters, whole house treatment systems and sump pumps can increase
the flow to both your on-site system and the shared system, leading to shorter life. Both clear water and backwash from water
softener regeneration should be discharged to an alternate outlet. Talk to your contractor.

Do not disconnect power from the unit!
Your ATU is equipped with an alarm that will notify you of a malfunction. If the alarm does sound, for diagnostics, service
and repair call:

Knudtson Plumbing & Contracting
& &
b‘ 651-470-1737

715-749-3354




